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PC9000 PARTICLE COUNTER

All items ex stock. Items on this page are Schedule C

Gives you accurate on-line condition monitoring results you can trust!

Applications:
• Any hydraulic or

lubrication plant where a
rise in contamination will
lead to expensive
downtime

• Production line testing

Early warning sign for:
• Rise in contamination
• Component wear
• Filter and seal failure
• Water ingress
• Oil oxidation
• Cavitation

All PC9000 units link to excellent on-line
trending software to keep you in control.
Software is supplied with each PC9000
unit, regardless of how the PC9000 is
applied.

PC9000 
Part number List price

PC9000 with LCD £1,450.00

PC9000 3yr lease per month £42.50 /mo

Perfect for proactive maintenance and on-line monitoring, 
the PC9000 is a continuous particle counter with instant 
LED readout, computer interface and trending software.
It is simple to use, low cost and can be used as an alarm to notify
you of any changes in contamination levels. It is also ideal for
plotting ISO cleanliness trends. Accuracy is +/- half an ISO code.

> RS232/RS485/ analogue outputs for trend monitoring
> GSM text module allows live alarms to be sent to mobile phones
> Accurate ISO 4406:1999 4/6/14 micron (c) counting
> Up to 500 bar pressure
> Takes live oil feed so true dynamic particle counting achieved
> Instantly spot contamination level increases before any long term

system damage is caused

Now available with NAS / SAE display if required, please
advise at time of order
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PC9000 OPTIONS IM4000-3 (DATA CONVERTER)
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PC9000 GSM TELEMETRY

PC9000 options
Part number List price

PC9000 telemetry £495.00

PC9000 3yr lease (inc PC9000) £65.00 /mo

GSM Text Alert monitor for PC9000
The GSM Text Alert Monitor is an add on
module that can send text information to a
mobile phone or by e-mail to your computer.
It is ideal for monitoring remote systems or
for keeping busy maintenance staff informed
of contamination problems before
catastrophic failures occur. Alarms can be
either pre-set or modified by the user,
putting you in control of your equipment.
Price includes GSM airtime contract for one
year, alarm messages and data messages
approx £0.50 ea.

The IM4000-3 receives raw signal data from the PC9000 transducer through a fibre optic
cable. This data string is analysed and converted into 0 – 5 VDC analogue output voltages
proportional to ISO codes, and also into ModBus ASCII device protocol for interface to a
PLC or computer via RS485 and RS232 serial. All signal outputs are connected to the
IM4000-3 through the 15 pin D connector.

IM4000-3 converter
Part number List price

IM4000-3 £495.00 ea
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PORTABLE FILTRATION: IFC6000

Specifications:
Electric Motor
• 110 and 240 VAC
• Kws: 0.18
• Amps: 5.2 (110VAC) and 2.3 (240VAC)
• RPM: 1425
• Protection: IP55

Pump performance
• Flow rate through high-performance filters:

±10 L/min
• Flow rate through SRLT Transfer filter: 

± 15 L/min
• Pump suction lift: self priming to 

5.5 meters

Filtration efficiency
• Super Duty Filter Cartridges achieve ISO

14/12/9 (NAS Class 5)
• SRLT Transfer filter achieves up to ISO

13/11/8 (NAS Class 2)
• Particulate removal: Up to 2500 g of dirt

per cartridge
• Water removal: ± 800 ml of water per

cartridge

Rig Dimensions
• Length: 576mm
• Width: 576 mm
• Height: 550 mm
• Rig weight: 45 Kg

Accessories
• 6 metres of reinforced 3/4" 

hose with quick-release 
couplings

IFC 6000
8 or 11 litres/min. 

Water and particulate cleanup

Now fitted with water
meter and PC9000 as
standard!

See page 46

IFC6000
Part number description List price Schedule

IFC6000 Filter trolley water/particulate £3,895 C
SDFC replacement element £52.50   B
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PORTABLE FLUSHING UNITS

Hot oil flushing unit: OTS :
50.6.ACMU
The unit is driven by a 380V, 16A electric
motor. The unit transfers the oil automatically
in the system periodically, controlled by a
timer which allows for a PULSATION effect
in the pipe system. The accumulator
pressure (pulsation effect) is adjustable
through a sensitive switch from 0-200 bar.
The unit can operate with pipe dimensions
from 3/8” to 1.25”, and achieve system /
product cleanliness better than ISO4406
Class 14/11 or NAS 1638 Class 5.

Laminar flow is not effective in the flushing
process and results in contaminant and
particulate clinging to the inner-bore

Turbulent flow is effective in removing
particulate and contaminant from the
inner bore.

Now available with the PC9000 particle counter
fitted for on-line cleanliness readings in real time

Turbulent flow – Totally effective

Laminar flow – Not effective

Units are available
for rent please call
for details
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POT FILTERS FOR WATER AND PARTICULATE

Fixed filter units 
Part Code Description Flow Range Water removal Dirt holding List Price

L/hour L/changeout Kg/changeout

FT-SDU-8 Fixed 1 pot super duty unit, flow restrictor, 8 bar 300 0.75 2.2 £450.00

FT-SDU-H350 Fixed 1 pot super duty unit, flow restrictor, 350 bar 300 0.75 2.2 £695.00

FT-SDU-350-RK Fixed 2 pot super duty unit, flow restrictor, 350 bar 600 1.5 4.4 £1095.00

FT-350CL-12 Fixed 4 pot super duty unit, flow restrictor, 350 bar 1200 3.0 8.8 £1895.00

Mobile oil filtration rigs (available as 240 or 110 Volts)
FT-7000 Mobile 4 pot off line with standard electric control 1200 3.0 8.8 £3995.00

FT-7000LX Mobile 4 pot off line with Filter clog alarms 1200 3.0 8.8 £4650.00

FT-8000 Mobile 6 pot off line with standard electric control 1500 4.5 13.2 £4850.00

FT-8000LX Mobile 6 pot off line with Filter clog alarms 1500 4.5 13.2 £5595.00

Spare elements
SDFC Super Duty Cartridges 0.75 2.2 £52.50

SDFC-P Super Duty Cartridges for water glycol applications 0.75 2.2 £POA

Filtertechniks’ Super Duty Filter Cartridge (SDFC) is
designed to simultaneously remove both water and
particulate from a wide range of Oils. 
SDFC cartridges filter oil down to 14/9 or better (ISO4406)
and will not affect the additive package of your oil. 
Each cartridge will remove approx 2.2kg dirt / 0.75ltr
water and is made from combustible materials for easy
disposal. 
Filtertechnik also offer a cartridge designed for use with
Water based Oils e.g Glycols  (SDFC-P).
Note: Coming soon: super water element removal cartridges with extended water removal capabilities, please call for
details

Twin pot fixed design

6 pot trolley design

Units are available
for rent. Please call
for details

Filtertechnik can offer a wide range of Water/particulate removal filter rigs
from simple 1 pot fixed units up to large 6 pot mobile or fixed units. If it is
only to help extend the length of time you need to drain your gearbox oil or
an urgent need to clean up your 3000 ltr dirty or emulsified hydraulic
system, filtertechnik can offer a rig for your application.
Filtertechnik offer fixed or mobile 1,2,4 or 6 pot units with the dirt and
water holding capacities listed below. The units have a simple “in/out”
design with pressure compensating flow control valves (where needed) as
well us units with filter clogging alarms – all to make installing and using
whichever unit you choose as easy as possible.
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OIL ANALYSIS SERVICE
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The analysis service enables customers
to take their own fluid samples using
bottles pre-cleaned to ISO 3722
standards, and post them off in a
bottle (pre-labelled bottle and box
provided). 
The customer fills in a form giving facts
such as machine identification, serial
number, fluid type etc, so as to help
build a historical database of
cleanliness for the same machine.
Results are then e-mailed back to the
customer in 2-3 working days in a pdf
format. Alternatively, results may be
posted by Royal Mail or accessed via
the web.
Results sheets show the latest ISO
4406:
1999 4/6/14 micron (c) coding (e.g.
18/14/11) using APC equipment
calibrated in accordance with ISO
11171. The reports also give valuable
information on the condition of the oil
e.g. water contamination, metal
content etc. Subsequent reports for the
same machine build up a monitoring
history and these are displayed
graphically over time, thus providing a
trend analysis.

The cost of the service is £25.00 per
sample, this price includes the bottle,
label & identification sheet and full
report. Alternatively, we can offer a full

oil cleanliness monitoring package
whereby our engineers visit to take the
samples and provide advice on
interpreting sample results.

OIL Sampling Service
Part number List price

OSB1 £25.00

OSB1/50 box of 50 £18.00

FAO Joe Bloggs
100 Street Road
Townsville
Countyshire
AB12 3CD

Signed: B Penn
Ref: 1234567890
Date: 12/3/2004
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PATCH TEST KITS
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The Filtertechnik portable patch test kit is a must for identifying and monitoring the types and
levels of contamination in fluid power systems.
The kit enables instant visual analysis through an optical microscope of the major types
of system wear including bright and black metals, silica, fibres, elastomers, plastics and
others.
A sample of the test fluid is passed through a filter membrane via the vacuum pump
dryed and mounted in a membrane holder ready for visual assessment. Comparitor
slides are supplied to help establish and identify cleanliness levels etc of the fluid
sample.
The kit is supplied complete with everything required for taking immediate samples and is
simple to assemble and use with full training available on request.

The kit includes the following
∑ Biocular Microscope
∑ Vacuum Pump
∑ Glassware including Filter Holder
∑ Pressurised Sure Shot Spray Gun
∑ Filter Membranes and Mounting slides.
∑ Forceps and Clamps
∑ Plastic Beaker
∑ Solvent
∑ Petri Dishes
∑ Carry Case
∑ Full instruction manual
∑ Contaminant size reference charts

Part Code Description List Price
HTPT-KIT1 Full patch test kit including Microscope £3595.00

HTPT-KIT2 Full patch test kit without Microscope £2195.00

spare patches
FT-AAWP02500 25mm Membrane 0.8 microns (pack of 100) £137.50

FT-RAWG04700 25mm Membrane 1.2 microns (pack of 100) £183.15

FT-SSWP04700 25mm Membrane 3.0 microns (pack of 100) £183.15

FT-NY8004700 25mm Membrane 80.0 microns (pack of 100) £148.50
*Other membrane sizes available on request. All kit parts available for sale seperately, please call for more
information.

Microscopes are
available separately, 
with or without
camears

Microscopes with cameras are supplied
with software that allows the user to size
individual contaminants on screen. This
aids the reporting function for items such
as warranty claims, supplier disputes etc.

                      




