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Oil Analysis and Polishing Equipment

Example Below: 200DPG-G-S-2.5-4B-1-SS-F-B-0-25PSID-E

Notes

• No mounting bracket for back and bottom portings

• Switch not available for gauge with back porting

• Liqiud filling cannot have a follower pointer

• Toughened glass not available in 2" (50mm) dial

• Saftey glass not available in 2" (50mm) and 2.5"
(63mm) dials

• All versions IP65

**Custom ranges up to 70 bar / 1050 psid

SERIES

200DPG

TYPE

G Gauge

S Switch

GS Gauge & Switch

BODY MATERIAL (MAX
W.P)

A ALUMINIUM
(200 bar / 2900 psi)

B Brass
(200 bar / 2900 psi)

S SS 302
(400 bar/ 5800 psi)

M M onel
(400 bar / 5800 psi)

DIAL SIZE

2.0 2.0”
(50mm)

2.5 2.5”
(63mm)

3.0 3.0”
(80mm)

4.0 4.0”
(100mm)

4.5 4.5”
(115mm)

6.0 6.0”
(150mm)

CONNECTION

4N 1/4”NPT (F)

4B 1/4””BSPP (F)

PORTING

1 Inline (std)

2 Rear / Back

3 Bottom

4 Bottom & Vent

5 Inline & Vent

6 Inline & Bottom

CASE

SS SS 304 (std)

SF SS 304 flange

WINDOW

F Glass (std)

T Toughened Glass

A Acrylic

L Safety Glass

SEALS

B Buna-N (std)

V Viton

E EPDM

SWITCH TYPE

0 None
(std)

1 X1 SPST,
DIN plug

2A X1 SPST,
with relay

3 X2 SPST,
DIN plug

4A X2 SPST,
with relay

5 X1 SPDT,
DIN plug

7 X2 SPDT,
DIN plugs

SWITCH RATING

SPST SPDT

1 100 V / 0.5 A 30 V / 0.3 A

2 230 V / 1.0 A 125 V / 0.25 A

3 300 V / 1.0 A 175 V / 0.25 A

STD RANGE’S **

Full Scale Units

0.25 bar
0.5 bar
0.75 bar
1 bar
1.6 bar
2 bar
2.5 bar
3 bar
3.5 bar
4 bar
5 bar
6 bar
7 bar
9 bar
10 bar
250 mbar
500 mbar
750 mbar
1000 mbar
5 psi
8 psi
15 psi
20 psi
25 psi
30 psi
40 psi
50 psi
60 psi
80 psi
100 psi
25 kPa
50 kPa
75 kPa
100 kPa
160 kPa
200 kPa
250 kPa
300 kPa
350 kPa
400 kPa
500 kPa
600 kPa
700 kPa
900 kPa
1000 kPa

OPTIONS

0 None

A Glycerine Filled (Affects accuracy)

B Red follower needle, acrylic window only

C Customer Logo, MOQ 50.

D Duel Scale

E Colour Band

F Filter Mesh In + Connection

G Reverse Porting

K 32mm Thick Body

M1 2” Horizontal Pipe Mount Bracket

M2 Surface Mount Bracket

M3 2” Vertical Pipe Mount Bracket

TP 1620 Testpoints fitted

200DPG PISTON GAUGE - Part numbering system


