
BDA In-Line Water Absorbing Diesel Fuel Filter

Fluid 
Compatibility

Fuel Oils

■ ULSD15, low sulfur diesel and high sulfur diesel

■ Biodiesel blends

■ Synthetic diesel and blends

■ No. 2 fuel oil and heating oil

Element
Part Number 

Selection
Water Absorbing Element Bag Housing Size

Max Flow Rate 
gpm (L/min)

Micron 
Rating Bag Element Dimensions

FA210P1PW Size 1 35 (132) 10 µm 7” (178 mm) O.D. x 17” (432 mm) long

FA210P2PW Size 2 70 (265) 10 µm 7” (178 mm) O.D. x 32” (813 mm) long

Filter
Model

Number
Selection

BOX 1 BOX 2 BOX 3 BOX 4

Filter Series Product Configuration Bag Element Size Housing Seal Material

BDA
H = Housing 1 = Size 1 V = Viton®

2 = Size 2

How to Build a Valid Model Number for a Schroeder BDFA housing without element:
BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6

BDA – – – – –

Example: NOTE: One option per box
BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6

BDA – H – 1 – V – P32 – DPG = BDAH1VP32DPG

NOTES:

Bag Filters sold separately and are listed below

BOX 5 BOX 6

Porting Filter Indicator

P32 = 2” NPTF Omit = None

F32 = 2” SAE 4-Bolt Flange, Code 61 DPG = Differential Pressure Gauge

B32 = 2” BSPF




